PEDESTRIAN SAFETY-TRAFFIC CONTROL

1. List four hazards in a construction zone that may cause injury or death to a pedestrian.
   a. _____________________________________________________________
   b. _____________________________________________________________
   c. _____________________________________________________________
   d. _____________________________________________________________

2. Los Angeles has dozens of construction projects in the downtown area that disrupt pedestrian flow. You are driving to Crenshaw district to your assigned job and notice an open trench at the corner of Figueroa and 11th. What is the right thing to do?
   ___ a) Stop and find the contractor/owner to barricade the area
   ___ b) Keep driving; it is not your problem
   ___ c) Call dispatch and report

3. Pedestrian traffic is detoured around a construction site which takes the foot traffic through the street. What two major items are required?
   ___ a. Pedestrian tunnels
   ___ b. Barricades to separate pedestrians from traffic
   ___ c. Warning signs
   ___ d. Truncated domes
   ___ e. Flaggers
   ___ f. Contractor re-stripes the street

4. What is the best solution for pedestrian walk ways that are flooded due to rain?
   _______________________________________________________________

5. When must the contractor remove waste or debris in a pedestrian bypass?
   ___ a. By the end of the work day
   ___ b. Contractor just needs to barricade the pile
   ___ c. Immediately
   ___ d. MUTCD requires removal based on the amount of pedestrian/bicycle traffic